
NUCLEAR ENGINEERING AND DESIGN 33 (1975J 50-34. O NORTH-HOLLAND PUBLISHING COMPANY 

A P R O P O S E D  M E T H O D  O F  C A L C U L A T I N G  D I S P L A C E M E N T  D O S E  R A T E S  

M.I. NORGETT 

~:eoretical Physics Division, AERE, Harwell, Didcot. Oxon., UK 

M.T. ROBINSON 

Solid State Division, Oak Ridge Natio~al Laboratory e. Oak Ridge, Tennessee 37830, USA 

and 

I.M, TORRENS 4: 

Section de Recherche de M~tallurgie Physique, Centre d'Etudes Nuci~aires de Saclay. Gif-sur- Yvette, France 

Received 4 April 1974 
Revised manuscript received 23 April 1975 

A simple procedure is proposed for calculating the number of atomic displacements produced in a damage cascade 
by a primary knock-on atom of known energy. Tt~e formulae have been chosen to give results in close accord with 
recent computer simulations of radiation damage ,~henomena. The proposed new standard is compared with other 
empirical formulae for estimating the number of atomic di~iacements in a cascade. 

1. Introduction 

in analyzing the behavior of reactor materials, it is 
necessary to know the rate at which the atoms of a 
solid are displaced from their lattice sites. Recent ex- 
periments have demonstrated that a very important 
effect of  displacement damage for reactor technology 
is the swelling associated with the production of voids 
in materials irradiated at elevated temperatures. It is 
nnt possible to achieve th~ very high neutron doses re- 
quked to study these effects in a reactor environment 
without costly and time-consuming experiments, in 
consequence, many laboratories are now ca.~rying out 
so-called simulation experiments using irradiation with 
energetic ions or electrons. These techniques can be 
used to produce very high damage rates and hence void 
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production studies may be carded out quickly and 
more economically. 

To compare different reactor experiments and in 
order that simulation experiments can be used to pre- 
dict the properties of materials during reactor irradia. 
tion, a method of estimating the displacement dose is 
required. Ideally, this should have some men, sure of 
international support. Such an agreed procedure would 
make it easier to predict the behavior of materials, not 
only for fission reactors, but also for the more extreme 
conditions expected in nuclear fusion systems where 
direct experiments are not presently possible. 

In this report, a simple method is outlined for cal- 
culating the number of atoms displaced in a solid 
during irradiation. It is closely related to widely used 
current procedures, besides which it incorporates re- 
cent theoretical and experimental de'lelopments in 
the field. The background of the proposal will be 
summarized only briefly, as the necessary additional 
details can be found elsewhere [1,2]. However, an 
attempt will be made to indicate areas of uncertainty, 



M.£ Norgett et aL, Method of  calculating displacement dose rates 51 

where further experimental or theoretical research are 
needed. 

2. Physical models 

Five approaches to the problem of calculating th~ 
damage generated in a solid by a primary recoil atom 
of given initial energy can be identified. The models 
described are either in common use or else give results 
which are directly relevant to our purpose of choosing 
an acceptable standard damage equation. 

2.1. The Kinchin-Pease model 

Kinchin and Pease [3] estimated the number of displaced 
atomsN a generated by a primary knock-on atom (PKA) 
of energy E as 

0 0 < E < E  d 
1 E d < E  < 2E d . (1) 

Nd=|E/2Ed-  ' 2E d < E < t  
I, E J 2 E  d Et < E < * *  

At energies above Et, the recoils lose energy only by 
electron excitation, while below Et, they slow down 
entirely by hard-core elastic scattering. An atom re- 
ceiving an energy greater than the displacement thres- 
hold E d is permanently displaced, while struck atoms 
receiving energy less titan E a will eventually return to 
a lattice site. Crystal lattice effects were not considered 
either in the single atom displacement process or in 
the cascade development. 

2. 2. The half-Nelson model 

Nelson [4] proposed a semi-empirical modification of 
the Kinchin-Pease model incorporating a number of 
corrections believed to be important. His formula is 

N o = a #(E) W(E) EI'r(LD Ef.  (2) 

Here cx is a factor introduced to allow for realistic atom- 
ic ~attering instead of the hard core approximation. 
Theoretical estimates [5,6] suggested a value of ¢x 
around 0.75. The f~;tor 13(L0 was intended to account 
for defect recombination within the cascade, but this 
has usually been ignored by setting ~E) equal to 1. 
The factor W(L0 is the fraction of the initial PKA en- 
ergy dissipated in elastic collisions. This was estimated 

using the stopping powe~ theory, of Lindhard el al. [7] 
but the electronic energy losses were confined to the 
PKA itself. 

Development 9f the cascade was regarded a:; ter- 
minated by the formation of focused replacement se- 
quences [8]; thus the focusing energy Ef replaces the 
displacement threshold E d. it is difficult to justify this 
step from theoretical considerations or from computer 
sh'nulations of cascade development. Finally, ~(E) 
which corresponds to the factt.~r 2 in the Kinchin- 
Pease model, increases at higher energies, a trend that 
was inferred from cascade calculations of Beeler [9]. 
This was ascribed to recombination due to overlapping 
of different branches of a cascade, but no such effect 
has been observed in more recen*, cal:ulations. The 
distin,:tion between the factors/~(E) and 7(E) in this 
model is obscure. 

2. 3. Binary collision simulations using the azresho',d 
model 

Torrens and Robinson [ 10,11 ] have constricted com- 
puter simulations of collision cascades in which the 
trajectories of displaced atoms in a crystallJ.ne solid 
are followed through a sequence of isolated binary col- 
lisions. The atoms interact according to an explicit and 
fairly realistic two-body potential. Struck atoms are 
added to the cascade if their energy exceeds a displace- 
ment threshold E d. Replacement events occur if a tar- 
get atom re:eives energy > E d in a c~,llision and the 
projectile is left with energy < E d. The sequence of dis. 
placements terminates when the energies of all the dis- 
placed atoms have fallen below E t . The effects of 
temperature can be approximated by giving each atom 
a random Gaussian displacement based o~ the Debye 
model. Inelastic energy losses are included using a 
modification of a model of Firsov [ 12]. 

The results of ~hese calculations may be summa- 
rized briefly. The number of Frenkel defect pairs gen- 
erated in a cascade is given accurate!y by the modified 
Kinchin-Pease formula 

g(E - Q) _ gE E > 2Ed/g , (3) 

where 0 is the total energy lost in the cascade by elec- 
tron excitation and L ~, the damage energy, is available 
for atomic displacement. Eq. (3) is analogous to the 
half-Nelson equation (2); E corresponds to the factor 
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W(E)E and the term a0{/f)/~E) is replaced by g/2 
where g is the displacement efficiency. The factor 2 is 
included explicitly to emphasize the close similarity 
to the Kinchin-Pease formula (1). Torrens and Robin- 
son find that g is a constant independent of energy 
(except for E near 2~" d) and is insensitive to the target 
and the temperature for all materials studied (Cu, Fe, 
Au and W). Its value is approximately 0.8. The values 
of 0. calculated using the Firsov model at each collision 
zre similar in magnitude to the predictions of Lindhard 
et al. [ 131 using a model in which the projectile slows 
down continuously. 

2. 4. Binary collision simulations using the vacancy 
capture model 

Instead of using the initial kinetic energy of a displaced 
atom as the criterion for producing a stable Frenkel 
pair, the distance from a vacancy at which the recoil 
comes to rest may be used. If this distat~ce is less than 
r v, tbe vacancy capture radius, the pair will be mechan- 
ically unstable and annihilate; if the separation exceeds 
r v, a stable Frenkel pair will result. This model of de- 
fect stability has been used in computer simulations 
by Beeler [91 and by Robinson and Torrens [ I I ]. The 
latter calculations have shown that with suitable choi- 
ces ofE d and r v, the two models of defect stability are 
completely equivalent at PKA energies below about 
0.5 keV. As the PKA energy increases above this, how- 
ever, the displacement efficiency decreases continu- 
ously, at leas. up to the limit of the available calcula- 
tions (20 keV [91 or 10key [11]). The decreased 
displacement efficiency is a result of increased point 
defect annihilation in the highly disturbed tracks of 
the most energetic cascade particles, not to interfer- 
ences between distinct cascade branches [ 11 ]. 

2.5. Cascade simulation by molecular dynamics 

Vineyard and his co-workers [14-16] integrated the 
equations of motion of an assembly of atoms inter- 
acting by a model potential and simulated the produc- 
tion and annealing of point defects when a single atom 
was given a sudden impulse. Because of the computa- 
tion time required, only small crystals .:an be studied 
and the PKA energy cannot exceed approximately 1 
keV. Also, extensive statistical analysis of results is 
difficult. However, since it is the only method not re- 

quiring the specification of extraneous parameters such 
as displacement threshold or capture radius, it is espe- 
cially important in studying the low energy end of the 
cascade. In fact, the study of Erginsoy et al. [ 16] 
showed that the energy needed to displace an atom in 
bcc Fe varied considerably with its direction of motion, 
marked minima occurring near the close-packed lattice 
directions. This pi-ediction has been confirmed ex- 
perimentally [ 171. 

3. Comparison of the models 

Norgett [ 18] has shown that the binary collision and 
molecular dynamics calculations are essentially com- 
plementary at energies below 1 keY. He made a num- 
ber of comparisons between the results of Erginsoy 
et al. [16] and the p~edictions of the Torrens-Robin- 
son simulations. Although the interatomic potentials 
differed slightly, it was possible to obtain reasonable 
agreement between the binary collision and molecular 
dynamical models by a suitable choice of the displace- 
ment threshold. For bcc iron, the only material for 
which extensive molecular dynamics results are avail- 
able, the numbers of Frenkel pairs produced by the 
two models could be matched using an average displace- 
ment threshold of 37 eV. it should be stressed that this 
is the mean energy necessary to produce a stable vacan- 
cy-interstitial pair and is considerably greater than the 
minimum threshold ina preferred direction. The use 
of a displacement energy which is derived ultimately 
from the molecular dynamics approach is important 
because this method considers explicitly such problems 
as the athermal recombination of unstable near-neighbo~ 
point defect pairs. 

An alternative approach would be to use a vacancy 
capture radius based on molecular dynamic or static 
calculations of defect pair stability, in conjunction with 
binary collision calculations. This comparison has not 
been made, but. in view of the close similarities between 
the tbteshold and vacancy capture models at low en- 
ergies, it would ur~doubtedly give similar results. More 
important would be the extension of the binary collisiot 
calculations to the much higher energies characteristic 
of neutron damage in fission (~50 keV) and fusion 
(~500 keV) systems. Such calculations are needed to 
determine whether decreases in the displacement effi- 
ciency continue to occur or whether they are limited 
by the formation of subcascades or otherwise. 
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4. Proposed method for estimating the number of 
displaced atoms 

With the above discussi.-n in mine, a simple proce- 
dure for estimating displacement dose rates is outlined 
here: 

(a) The modified Kinchin-Pe~s,; formula of Torrens 
and Robinson [ 1 O] is used to calculate the number of 
Frenkel pairsN d generated by a primary knock-on of 
initial kinetic energy E: 

Nd = g~'/2E d, (4) 

where ~ is the energy available to generate atomic dis- 
placements by elastic collisions. 

(b) The displacement efficiency g is given the value 
0.8, independent of the PICA energy, the target mater- 
ial, or its temperature. 

(c) The inelastic energy loss is calculated according 
to the method of Lindhard et al. [13] using a numeri- 
cal approximation [ 19] to the universal function g(e): 

E 

= [ l +  k g(e) l  ' (5)  

g(e) = 3.4008 el/6 + 0.40244 e3/4 + e, (6) 

k = 0.1337 Zt/6 (ZI/A 1)1/2, (7) 
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Fig. 1. Plot of damage energy ~ and number of Frenkel pairs 
N d produced b~ a primary knock-on atom of given energy: 
calculated for iron using the standard method proposed in 
the text. 

e= PI2E/(A I +A2) l [a/ZiZ2e2], (8)  

a = (91r2]128) 1/3 ao[Z2/3 + Z22/31-1/2 , (9) 

where a 0 is the Bohr radius, e the electronic charge, Z 1 
and Z 2 are the atomic numbers of the proje~:tile and 
target and A I and A 2 are the mass numbers of the two 
atoms. 

(d) Because of the uncertainty in the vah.e ofE d in 
eq. (4), it seems appropriate to select a singJie value to 
be applied irrespective of file target. If a displacement 
energy E d = 40 eV is chosen, then the final formula ob- 
tained has the particularly simple form 

Nd= 1 0 £ ,  (10) 

where ~ is measured in keV. This value is in good agree. 
ment with that deduced for bcc iron (see section 3). 
Fig. I is a plot of both E and N d against PK A energy E 
for this material. 

5. Discussion 

The model proposed here has beeh used in radiation 
damage studies by Lindhard et al. [20], Piercy [21], 
Sattler [2!~.], Robinson [19] and Doran [23]. It has 
also been used by Sigmund [24] in a widely accepted 
theory of sputtering. A comparison of the present 
model with the half-Nelson and Kinchin-Pease mod- 
els is shown in fig. 2. 

Sc me limitations of this model must be ~ ointed 
out. The Lindhard formulation of eqs (5)-(9) applies 
strictly only to monatomic systems (i.e. Z 1 = Z2) and 
to energies less (perhaps much less) than about 25 
Z 4/3 .41 keV. The former limitation should not be 
serious as long as the ratio Z i /Z 2 does not c~iffer too 
much from unity. If necessary, it could be relaxed by 
repeating the Lindhard c olculation for other cases. The 
energy restriction limits the standard in certain pos- 
sible applications. Neutron damage calculations in 
light elements such as Be in a fission neutron spectrum 
or C in a D - T  fusion neutron spectrum would be of 
limited reliability. More seriously, in ion irradiation cal- 
culations it is important to generate a suitable target 
PKA spectrum using experimental stopping power 
data and the Rutherford scattering cross section. In the 
same way, it is necessary to include in neutron calcula- 
tions all appropriate nuclear reactions as well as elastic 
scattering. It is evident that the cross section data used 
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the number of atomic displacements generated by a 
primary knock-on atom of given energy. The essential 
feature of the formula is a linear dependence of the 
number of displacements on the damage energy. A par- 
ticularly simple formula, eq. (113), is obtained using a 
physically reasonable choice of parameters in eq. (4). 
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